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(b) In addition to complying with
§ 172.519, the background on the FLAM-
MABLE SOLID placard must be white
with seven vertical red stripes. The
stripes must be equally spaced, with
one red stripe placed in the center of
the label. Each red stripe and each
white space between two red stripes
must be 25 mm (1.0 inches) wide. The
letters in the word ‘‘SOLID’’ must be
at least 38.1 mm (1.5 inches) high. The
symbol, text, class number and inner
border must be black.

[Amdt. 172–123, 56 FR 66263, Dec. 20, 1991]

§ 172.547 SPONTANEOUSLY COMBUS-
TIBLE placard.

(a) Except for size and color, the
SPONTANEOUSLY COMBUSTIBLE
placard must be as follows:

(b) In addition to complying with
§ 172.519, the background color on the
SPONTANEOUSLY COMBUSTIBLE
placard must be red in the lower half
and white in upper half. The letters in
the word ‘‘SPONTANEOUSLY’’ must
be at least 12 mm (0.5 inch) high. The
symbol, text, class number and inner
border must be black.

[Amdt. 172–123, 56 FR 66263, Dec. 20, 1991, as
amended by Amdt. 172–139, 59 FR 67490, Dec.
29, 1994]

§ 172.548 DANGEROUS WHEN WET
placard.

(a) Except for size and color, the
DANGEROUS WHEN WET placard
must be as follows:
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(b) In addition to complying with
§ 172.519, the background color on the
DANGEROUS WHEN WET placard
must be blue. The letters in the words
‘‘WHEN WET’’ must be at least 25 mm
(1.0 inches) high. The symbol, text,
class number and inner border must be
white.

[Amdt. 172–123, 56 FR 66263, Dec. 20, 1991]

§ 172.550 OXIDIZER placard.

(a) Except for size and color, the OXI-
DIZER placard must be as follows:

(b) In addition to complying with
§ 172.519, the background color on the
OXIDIZER placard must be yellow. The
symbol, text, division number and
inner border must be black.

[Amdt. 172–123, 56 FR 66263, Dec. 20, 1991]

§ 172.552 ORGANIC PEROXIDE
placard.

(a) Except for size and color, the OR-
GANIC PEROXIDE placard must be as
follows:

(b) In addition to complying with
§ 172.519, the background color on the
ORGANIC PEROXIDE placard must be
yellow. The symbol, text, division
number and inner border must be
black.

[Amdt. 172–123, 56 FR 66263, Dec. 20, 1991]

§ 172.553 KEEP AWAY FROM FOOD
placard.

(a) Except for size and color, the
KEEP AWAY FROM FOOD placard
must be as follows:

(b) In addition to complying with
§ 172.519, the background on the KEEP
AWAY FROM FOOD placard must be
white. The size of the lettering below
the word ‘‘HARMFUL’’ must be propor-
tional to that shown. The symbol, text,
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